
NOVALIGHT   

nova -flower 2K  

Programmable Functions:  
 

Intensity Control:  External dimmer/shutter 
 

Color Mixing System:  CMY dichroic color flag system for fast en 

   smooth color mixing 

Pan and Tilt:   8/16 bits Pan / Tilt resolution  
 

Range:   Pan - 540° (3,2 sec), Tilt - 260°. (2,9 sec) 
 

Beam:    Flowerôs beam aperture 40Á (32 beams) 

Description:  
 

Source:   OSRAM MaxiSharXS HTI 2000W/D10/60 

   Luminous flux 200.000 Lm, 750hrs lamp life 

Power Requirements:  230V/2250W 50 Hz (60Hz on request) 
 

Reflector:   Patented reflector, rotating in both directions 
   (controllable speed)  
 

Control:   Completely compatible with DMX512 lighting 
   control consoles and stand alone  
   programmable by the display  in the base 

   (master/slave function) 
 
DMX Channels:  14 channels 

 
Mounting Position:  Ground and suspended use. (Fly-bracket and 
   trolley-mounting optional) 

 
Weight:   67 Kg (148 lbs) 
 
Dimensions:   1124mm high, 568mm width, 622mm depth 

 
IP-rate:   IP-43 

This high powerful projector is for outdoor 

use and can be visible from 10 -15km.       

With a patented rotating reflector and using 

a 2000W discharge lamp. This projector  

creates 32 powerful concentrated beams at 

an angle of 40  o. It has CMY color mixing plus 

white and a shutter.  
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